
IMPORTANT
If you are unsure of any part of the instructions shown in this booklet
w

PRODUCT AFTERCARE
We recommend cleaning with a soft damp cloth and mild soap solution.
Do not use cream cleaners or cleaners containing bleach
Do not scrub or scour
Do not use abrasive cleaning agents
Do not use solvent based cleaners
If a polish is to be used, use a wax free polish
Do not allow pools of water to remain standing on the surfaces
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Before you start, read instructions carefully.
Check the pack and make sure all the components are included. 
When you are ready to start make sure you have the right tools to 
hand and a clean dry area to work in.
CLEANING : Use a mild soap and water only. Do not use abrasive 
cleaners. See aftercare instructions.

Fittings Supplied

Using a tape measure, measure 
the internal distance between 
both end panels as indicated and 
make note of this distance as you 

pencil, mark the positions of the 

at the required height.

using the correct type of wall 

onto a dry boarded constructed 
type wall, you will need to ensure 

held in place by some kind of solid 
framework etc.
If you are at all unsure, please 
contact a reputable trades person 
for professional advice.

Ensure that there is approximately about 5mm between the 
top of the cabinet hanger and the top of the inner edge of the 
top panel as shown. Adjustment can be made by using a cross 
headed screwdriver and turning the bottom screw until the 
required distance is achieved.
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Gently lift the cabinet into position as 
shown above so that the cabinet hangers 
sit onto the wall �xing brackets (A). We 
recommend that 2 persons carry out this 
operation.
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By turning the top screw left or right this will allow you to pull 
the cabinet into the wall or ease the cabinet from the wall.
To make adjustments in height turn the bottom screw left or 
right depending on the direction you want to go.
When you are happy with the height and position of the cabinet, 
�t the 2 chrome cover caps over the adjustment holes in the 
back panel.
For extra added security, we recommend that you also �x the 
cabinet at the bottom (1). This is done by using wall �xings of 
your choice and drilling two holes behind where you want your 
loose shelf to be situated. When the loose shelf is replaced this 
will hide your wall �xings.
Again, please note, wall �xings not supplied.
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To adjust the door in and 
out on the unit, loosen the 
screw as illustrated on both 
of the hinges 
and move the door to 
required position.

To adjust the door up 
and down on the 
unit, loosen both 
screws as shown on 
both hinges and 
move the door to the 
required position. 
Retighten all screws 
after.

To adjust the door left 
and right on the unit, 
turn the screw as 
illustrated on both 
hinges.

To re-attach the door to the cabinet, simply o�er the door back 
to the cabinet and align the hinges to the hinge base plates. 
Using gentle pressure push the arm of the hinge onto the 
hinge base plate until it locks into position. Do not let go of the 
door until you are certain that the door is securely held in 
place.
If your door has a protective �lm applied, now is the time to 
remove it by gently peeling it away. Fit the handle to the door 
by screwing into place using a cross headed screwdriver & 2 x 
handle bolts (C) provided. Take care not to over tighten the 
handle bolts.
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Place the door face down onto a piece of scrap board and drill 
in the required positions. 
IMPORTANT:- Make sure that 
you have correctly identi�ed 
the drilling positions before 
commencing any drilling to 
prevent any mistakes.

To �t the chrome handle to the door 
remove the door from the cabinet 
simply unclip the hinges from the base 
plate by pushing the clip at the rear on 
the arm of the hinge as shown. This will 
release the hinge 
from the hinge base plate. 

The hinges can be adjusted by 
following the instructions below, 
therefore allowing you to align 
the door with the unit.


